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Federal Communications Commission § 25.213 

§ 25.208(b) and (c) and successfully co-
ordinated internationally and accepted 
by adjacent U.S. satellite operators 
based on the use of state of the art 
space and earth station facilities. The 
transmission of an unmodulated car-
rier at a power level sufficient to satu-
rate a transponder is prohibited, except 
by the space station licensee to deter-
mine transponder performance charac-
teristics. All 12/14 GHz video trans-
missions for TV/FM shall identify the 
particular carrier frequencies for nec-
essary coordination with adjacent U.S. 
satellite systems and affected satellite 
systems of other administrations. 

(c) All initial analog video trans-
missions shall be preceded by a video 
test transmission at an uplink e.i.r.p. 
at least 10 dB below the normal oper-
ating level. The earth station operator 
shall not increase power until receiving 
notification from the satellite network 
control center that the frequency and 
polarization alignment are satisfactory 
pursuant to the procedures specified in 
§ 25.272. The stationary earth station 
operator that has successfully trans-
mitted an initial video test signal to a 
satellite pursuant to this paragraph is 
not required to make subsequent video 
test transmissions if subsequent trans-
missions are conducted using exactly 
the same parameters as the initial 
transmission. 

(d) In the 6 GHz band, an earth sta-
tion with an equivalent diameter of 9 
meters or smaller may be routinely li-
censed for transmission to full trans-
ponder services if the maximum power 
into the antenna does not exceed 450 
watts (26.5 dBW). In the 14 GHz band, 
an earth station with an equivalent di-
ameter of 5 meters or smaller may be 
routinely licensed for transmission of 
full transponder services if the max-
imum power into the antenna does not 
exceed 500 watts (27 dBW). 

[58 FR 13421, Mar. 11, 1993, as amended at 61 
FR 9952, Mar. 12, 1996; 62 FR 5931, Feb. 10, 
1997] 

§ 25.212 Narrowband transmissions in 
the 12/14 GHz GSO Fixed-Satellite 
Service. 

(a) Except as otherwise provided by 
this part, criteria for unacceptable lev-
els of interference caused by other sat-
ellite networks shall be established on 

the basis of nominal operating condi-
tions and with the objective of mini-
mizing orbital separations between sat-
ellites. 

(b) Emissions with an occupied band-
width of less than 2 MHz are not pro-
tected from interference from wider 
bandwidth transmissions if the r.f. car-
rier frequency of the narrowband signal 
is within ±1 MHz of one of the fre-
quencies specified in § 25.211(a). 

(c) In the 14 GHz band, an earth sta-
tion with an equivalent diameter of 1.2 
meters or greater may be routinely li-
censed for transmission of narrowband 
analog services with bandwidths up to 
200 kHz if the maximum input power 
density into the antenna does not ex-
ceed ¥8 dBW/4 kHz and the maximum 
transmitted satellite carrier EIRP den-
sity does not exceed 13 dBW/4 kHz, and 
for transmission of narrowband and/or 
wideband digital services, if the max-
imum input power density into the an-
tenna does not exceed ¥14 dBW/4 kHz 
and the maximum transmitted sat-
ellite carrier EIRP density does not ex-
ceed +6.0 dBW/4 kHz. 

(d) In the 6 GHz band, an earth sta-
tion with an equivalent diameter of 4.5 
meters or greater may be routinely li-
censed for transmission of SCPC serv-
ices if the maximum power densities 
into the antenna do not exceed +0.5 
dBW/4 kHz for analog SCPC carriers 
with bandwidths up to 200 kHz, and do 
not exceed ¥2.7 dBW/4 kHz for narrow 
and/or wideband digital SCPC carriers. 

[58 FR 13421, Mar. 11, 1993, as amended at 62 
FR 5931, Feb. 10, 1997; 62 FR 51378, Oct. 1, 
1997] 

§ 25.213 Inter-Service coordination re-
quirements for the 1.6/2.4 GHz mo-
bile-satellite service. 

(a) Protection of the radio astronomy 
service in the 1610.6–1613.8 MHz band 
against interference from 1.6/2.4 GHz 
Mobile-Satellite Service systems. 

(1) Protection zones. All 1.6/2.4 GHz 
Mobile Satellite Service systems shall 
be capable of determining the position 
of the user transceivers accessing the 
space segment through either internal 
radiodetermination calculations or ex-
ternal sources such as LORAN–C or the 
Global Positioning System. During pe-
riods of radio astronomy observations, 
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